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Or AHEAD
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W20-1103(0)-48

W21-1(0)-48
) Varies @ \ 500' (150 m) min. ,
‘ 1000' (300 m) max.
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500' (150 m) min. varies (D
' 1000' (300 m) max. ' '
For contract
construction
projects
W20-1103(0)-48 W21-1(0)-48 TYPICAL APPLICATIONS
Shoulder work
Utility operations
For
maintenance
and utility or MOWING
projects AHEAD
W20-1(0)-48 W21-1101(0)-48
This Standard is used where at any time, any
vehicle, equipment. workers or their activities
@ Minimum distance is 200 (60 m). Maximum require an intermittent or continuous moving
. . ) operation on the shoulder, where the average
distance to be determined by the Engineer speed is 1 mph (2 km/h) or less
but should not exceed % the length P P '
required for one normal working day’s When the work operation does not exceed 60
operation, or 4 miles (6.4 km) whichever minutes, traffic control may be according to
SYMBOLS is less. Standard 701301.
m Work area All d|men5|on§ are in inches (millimeters)
unless otherwise shown.
DATE REVISIONS
@ Illinois Department of Transportation Ij Sign 1-1-14 Revised workers sign OFF'RD MOVING OPERATIONS,
number to agree with
PASSED January /1‘, 2014
- - ® Flagger with traffic control sign when required current MUTCD. 2L’ 2W’ DAY ONLY
ENGINEER OF SAFETY ENGINEERING 1-1-13 Omitted text 'WORKERS'

APPROVED January 1, 2014
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